Ballast list tested for compatible tube lights

Sunpark

< -TEE < T -

- S sower Zonr — =
| = Cutttnor yoe " - Tipe L o oo T
Wtz T wy AT T = Soune ing & N2 = ’Jw
WODEL NO.- U-332SE . . = - Wi ssting s T ==
U-3/321SE 120277V 50060Hz - = "= T =
| g = —
T » Oper Gt \otzge S0V e
m % R TNG AP L CETIIR R a RE S
[oremiom g s | = Imout Coment R7T-3.374 b= T e
W LA =
Recmowcemasy B ., | CesgedimUsk sssemoly wCinz | Tz

Sunpark

FOR TWO LAMP APPLICATION.CAP ANY BLUE LEAD.

DISCONNECT LINE VOLTAGE
BEFORE INSTALLING &RS

(G, BALLAST
RECAST B GROUNDED.
PRECAUTION

ANTES DE INSTALR O
CAMBIAR, DESCONECTE L
A

DESIGNED INUSA
ASSEMBLED IN CHINA

,5,, by ”"P ERK + OPEN CIRCUIT VOLTAGE: 600V
el iaphon con o(UL)us : Foc P conaumERCLAssE)
Wob Site: wwwsnparkelectronics conm :ITN;%T&U ENT: 1.
120-3/321IS MPF MODEL NO.: 12033218 MPF | ustep 1o 1o,
120V 60Hz 24A5  + SOUND RATING A
E177888 o NHERENT THERMAL PROTECTION
NORMAL POWER FACTOR *CLASSP  *NO PCB's INSULATE TO 600 Vol
INSTANT START TAMP. O ath . st zow (7T 1 OUTDOOR TYPE 1
MIN, STARTING TEMP. O'F THE e . T
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U_2/3218E MODEL NO.: U-232ISE

L
s - 3
!1 7768!

FLECTRONIC BALLAST i

120-277V___ 50/60Hz

» High power factor —  THD < 10%

* Outdoor type 1 ¢ Typo ML
* Sound rating A * No PCE
* Clags P o Min.starting temp.. 0°F

U Ini\mnl Thermal Protaction
« Opan Ciroult Voltage: 600V
* Input Current: 0.46~0.20A

Assembly in China

POM ONE LMD APPLICATION GRS A BLUE LEAD
INSULATE TO 600 Vol

LAMP. (2 00 1)P3218, 321805, FR32N25TH

Designed in USA

TYPE (2ot 2678, #1718, (164016

Sunpark

§ SHNPERK

E-mail: info@sunpkco.com
Web Site: www.sunparkelectronics.com.

MODEL NO.: U-2/32ISE-LBF

* THD < 10%
* Type HL

« High power factor
* Outdoor type 1

* Sound rating A * No PCB

¢ Class P  Min.starting temp.: 0°F

U-2/321SE-LBF

LISTED
US 245

ELECTRONIC BALLAST 189-E

Sunpark

E-mail: info@sunpkco.com
Web Site: www.sunparkelectronics.com.

MODEL NO.: U-2/32ISE-HBF

@53&?3?\‘

120-277V__ 50/60Hz

« Inherent Thermal Protection
« Open Circuit Voltage: 600V
o Input Current: 0.40~0.18A

Designed in USA Assembly in China

FOR ONE LAMP APPLICATION,CAP ANY BLUE LEAD.
INSULATE TO 600 Vols.

LAMP (2 or 1)F32T8, F32T8ES, FBI2/31/28T8, F25T!
TYPE (2F17T8, (1)F40T8

« High power factor * THD < 10%
* Outdoor type 1 * Type HL
¢ Sound rating A * No PCB

¢ Class P * Min.starting temp.: 0°F

U-2/321SE-HBF 120-277V 50/60Hz

« Inherent Thermal Protection

« Open Circuit Voltage: 600V
« Input Current: 0.62~0.27A

FOR ONE LAMP APPLICATION,CAP ANY BLUE LEAD.
INSULATE TO 600 Volts.

Assembly in China

Designed in USA

LAMP' (2 or 1)F32T8, F32TBES, FB32/31/26T8
TYPE (20r1)F25T8, F7T8, (1)F40T8
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Sunpark

Q§SUNPERK
Tel: 1-866-478-6775
Web Site: wwvw.sunparkelectronics.com.

MCDEL NO.: U-4/32I1SE-HBF L

* High power factor * THD < 10%
¢ Outdoor type 1 * Type HL
* Sound rating A * NoPCB's

* Class P * Min.starting temp.: 0°F

ol t Thermal P

U-4/321SE-HBF

120-277V__ 50/60Hz

* Open Circuit Voltage: 600V

Advance-Philips

PHILIPS

NEMA @
- olULlus usten
[Premium I =

ELECTRONIC BALLAST o4 - E177888

ADVANCE

Technical Information 1.800.372.3331
Rosemont, IL.

FOR THREE LAMP APPLICATION.CAP ANY BLUE LI
INSULATE TO 600 Volts.

LAMP (4 or 3)F32T8, F32T8ES, FB32/31/28T8, Fzssl |
TYPE (4F17T8, (3)F40T8

¢ Input Current: 1.24~0.53A
For use in permanently fixed equipment only
Designed in USA Assembly in China

COMPLIES
WITH FCC
@ ® .22,
usten WA
NRTLIC 7046

REB-2P32-SC

AmbiStar ™
REB-2P32-SC
Instant-Start Electronic Ballast

Ballast a Semi-Conducteur 2
High Power Factor Ly
Class P, Sound Rated A For Single Lamp Operation,
Type 1 Outdoor Insulate Unused Blue Lead for 600V

GROUNDING: Ballast case must be grounded. Mount
lamps within 3/4" of grounded metal reflector

ASSEMBLED IN MEXICO

I PHILIPS
ADVANCE

Technical information 14963723331
Rosemomt &

5230 WARNING: Install in accordance with National
FOR RESIDENTIAL USE ONLY and Local Electrical Codes

@ s UEMA.

Ballast a Semi-Conducteur
High Power Factor
Class P, Sound Rated A

8 Advance-Philips TOPA-2P32-N c Type 1 Oukdoor
ol Inherent Thermal Protection
110} C us Protection Thermiques Integree
No PCB's, Type HL Insulate unused leads for 600V
e T - .
e withins 3/4° o'qmundodo'w int lamps Inuhl!inmﬂo:.nfomm e
PHILIPS m

Advance-Philips

Taahiniand Vebormation 1 800117 11V
Wasmorerd, 0

T0PA-3P32-N

ASBEMBLED IN MEAICO
!

10

Advance-Philips

PHILIPS
ADVANCE

Technical Information 1.800.372.3331
Roser

10PA-4P32-N =
IOPA-4P32-N

Instant Start Efoctronic Ballast

11

Advance-Philips

TOPA-3P32-SC

ah :
AWANCE ¢ us Ballast 6 Soml-Conducteur

ADVANCE -

Migh Bromer §aolor
Class 1, Bound Fated A
Type 1 Ouldoor
fnherent Thermal Protection

Protection Ihalmlqmn Inlogroo
Type WL
¢ us Mo PO's
{1
2 ?l‘g:l"fl;“ st be grounded, Mount lamps

OOV=EBONV s
Trattate Unused lads for HOOV

WARHING
\ristall Ity sooordnnoe wilk

1040 within 1/4 u!grmnulul m-!nl t-ﬂm.lm _ Nn\h;vmi-uulltm-lt‘lwl\v\uu\(}mlﬂ
NEMA RoHS
P <ivm §
Ballast a Semi-Conducteur

High Power Factor
Class P, Sound Rated A
Type 1 Outdoor
Inherent Thermal Protection
@ s Protection Thermiques Integree =
c No PCB's Insulate unused leads for 600V
LISTED) " SROUNDING: WARNING:
Ballast case must be grounded. Mount lamps  Install in accordance w!
7046 within 3/4" of grounded metal reflector. Nn\\ona| and Local E\uc\ﬂca\ Codes

@ @ = —; s

Ealizsr 3 SermiLordiaizx -
High Powes Facior
Cats P, Sourd Patet 4 i
* 4 Cusconr rauate aruast e o TN
ﬂf y = - CROIINOING: 22127 208 L% 28 Foroal
rrerect Treral Prtecsion Wu!a—u-n'r}"d'm
Prots Thermices integree

NRTLC

rozl o
R

=z roflecsor
Nc PCZs 2wt Natorad
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Advance—-Philips

NEMA RoHS
PHILIPS . oz
ADVANCE Ballast a Semi-Conducteur

igh Power Factor
Technical Information 1.800.372.3331  NRTL/C C|:Slg p,ps:und Rated A

Rosemont, IL
ICN_3P32_N - 1 lnhereI\{Q?\;rg:lld:r%rlec\ion

c u5 Protection Thermiques Integree
GROUNDING: No PCB's

ASSEMBLED IN MEXICO 7046  within 3/4" of grounded metal reflector.

13

Advance—-Philips

T ﬁw"mﬁﬁ
REB-4P32-SC

4435 200 28441 REV. C
-

ASSEMBLED N MEXICO

‘ 'HEEHIF’II*! wsn:"—-q ﬂl“ '
far2e] i i i azs
EEVATIE | REBPRSC |

Jh.[lﬂml"!]‘.u- MMMW
12

BLACK

wHITE | BALLAST
— NS —
(C—=rar)

OCV=580Vrms
Insulate unused leads for 600V
WARNING:
- S LISTED  gallast case must be grounded. Mountlamps  {1\a{n accordance with

National and Local Electrical Cod¢

120 VOLTS PHILIPS
NRN v

NoF

14

Advance-Philips

@

ICN=-3P32-SC

Centium ©
ICN- 3P32 SC

Ballast

NRTLC LISTED7046
Ballast a Semi-Conducteu

15

Sylvania osram

QTP2X32T8/UNV ISN-SC

16

Sylvania osram

QTP3X32T8/UNV ISN-SC

17

Sylvania osram

QTP4X32T8/UNV ISN-SC

g el Wy
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Robertson

ISU232T8120

ik r-Bive—<{[Lame [p [1su23218120 ] 120 5060tz 080
o1

° | Ballast (-Blue-[] Lame [lp Normal Powet Factr Elecionic nsan Sa Balast 10676504 @
:®"s Rg‘ %0lach -Red (2/1) F2T8, '), F25T8, ), FA7T8. F15T6, ") Lamps

k3 Open Grcut Voltage 60OV

F32T8, F28T8(40°), F25T8, F21T8(30°), F17T8, F15T8, or F14T8(20%) Lamps

Inherent Therr 3 Protection

LISTED o
Grounded lass P - Sound Rated A Type HL
it Mw s - Min. Start Temp 0°F I;pe 1 Outdoor Protecton Tiwermiquas Inlegree

753H Note; For one lamp application, cap any unused blue lead, insulate lo 600 volts

19

GE PROLINE

GE-432-120-N

For N-1 lamp operation, individually

No PCBS

GE-432-120-N insuiote blue leads to 600Vrms

Instant Start, 120 Volts, 50/60 Hz Install and ground per National

pR‘ ,_ [ = I Line
@-Pﬂhmﬂmo mwmﬁin 8 o White-{ BALLAST [ Sluej
=" vel Iaw —J

b LAMP

9 LAMP
1 LAMP | ===

L

Tum power off before b

I/ II I, ,I,” ”II A WARNING
RISK OF ELECTRIC SHOCK ¢
31681123675 wndbolbstandrme =

20

GE PROLINE

GE432-120RES-DIY

Far  lemp aperztion, insuicte ane biue lecd for SOOVrms
el s

-mﬁn nu. mt

1 LAMP =

-9

21

GE ULTRA MAX

GE-432MAX347-N

3 High-Efficiency Electronic sallast -'-8 A WARN'NG Llne._ wl i
GE432MAX347-N RISK OF ELECTRIC
SHOCK

Instant Start, 347 Volts, 60 Hz

WK

 Turn power off

before servicing

*Properly ground

ballast and fixture
For 3 lamp operation, insulate unused blue lead to 600Vrms

LAMP

Install and ground per National Electric Code

0 1"43168"740

22

GE PROLINE

GE432MV-N

@“ﬁ'&ﬂ‘ﬁ)m

High-Performance Electronic Ballast
For 3 lomp operation, insulate

GE432MV-N
120 to 277 Volts, 50/60 Hz

I ==

unused blue lead to 600Vrms

23

GE PROLINE

GE-232-MV-N

Grro_ >1s

Mg Dartormarca Elactrone Eatast

GE 232 MV-

i

3168"722

A WARNING

RISK OF ELECTRIC

- Turn power off
before servicing
- Properly ground

For 1 lomp operction, insulcte
unused blue lecd to E0OVrms

Line®— B1K1 Red——
®-Wht- BALLAST [ Blue="]
== EYel
= S ]
LAMP.
LAMP
| LAMP Ir *

LAMP
Install and ground per National Electric Code

ii
o
~N
-
©-Wht] BALLAST F8lueT)
e =Yel
e ————
S = 2
= T — <
e r—1 R
>
N~
~
Dy
o
N
i

o—Blk — — Blue —
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GE PROLINE

GE332MV-L

MULTI-VOLT = . ®—Blk Blue—
MS%%E% T8 H"e-wht- gacLasT o >
GE332MV-L For 2 lomp operation, insulote — __Red N~
120 to 277 Volts, 50/60 Hz unused blue leod to 600Vrms i z
A WARNING b LAMP :
I’ ’II ” I I RISK OF ELECTRIC SHOCK 7€ LAMP 8
LAMP N
1

43168774459

Install and ground per National Electric Code

25

GE ULTRA MAX

GE432MAX-H/UITRA

GE432MAX-H/Ultra

Instant Start, 120-277 Volts, 50/60 Hz Install and ground per anlon:l

Electric Code
A WARNING
RISK OF ELECTRIC
= Turn power off before servicing
6

* Properly ground ballast and fixture

26

GE ULTRA MAX

GE-332MAX90-V60

,
U LT R AR
High-Efficiency Electronic Ballast

For N-1 lamp operation, insulate
unused blue lead to 600V

Lo Black]
ine
T8 ‘cunie] sariast [

rvellow [ Blue

LAMP D
SHOCK £ LAME
iL 1 LAMP |-
1 LAMP II r
- = B

(wuom Bollast

m Closs 1 o« Closs 2 Circurt Omming Control
LOAD SHED O- 10V nlM Violet (+| Gray 1), compotble with
High Efficiency Electronic B 0-10V -500uA Dimmer Control

GE332MAX90-V60

ginstantggart, 120-277 Volts, 50/60 Hz

il

4\ WARNING

27

HOWARD INDUSTRIES

EP3/321IS/MV/MC/HE

HOWARD

==

lamp operation Cap one biue lead
Requires 600V minimum rated lampholder. U‘m A5

0693-930081-001

28

Universal Triad

B332TUNVHP-A

USE WITH M5
M T YPE

3 2013
0,31 (2) Fa2
3 Fa%ia/u F3I1T8/U 74/ 3 iFa}rwu FA1TBIV 581 26
) Fa2T8ES Hﬁ;sy 2) F32TBES 80123
s 'rag}gl 5 (25W) }uw? ra?lSLS(?SW) a0liad
3 rgblu F2a18/U gg;gg 2) FA0T8 6.:/?9
SRT12 7
fw'}é 16180 37117 0620PE521C

SCCoBE

7 68386 17962 7

29

SUPERIOR LIFE

70201

LINE:
0.54A120V
0.23M217V

Type 1 Outdoor
High Power Factor

Class P
Made In Ching M AL43

}%@

MODEL NO :70201
ELECTRONIC BALLAST
INSTANT START

INDUSTRIES

120t0277 VOLTS-50/60HZ

APPLICATION:

8 For use with one of two
F2278,F25T8,F17T8 and
one FAOTS lamps

® Open Circuit Voltage 800V max.
O Min starting temp -18°C

9 Sound rating A

® inherent Thermal Protection

® Typo HL

ANSI Type 1 ILDA-0-10V. 20Vdc. ~S00uA
Closed orcut between violet & grey storts balast
ot hugh leved ond cmes to low bevel 1601
For N-1 operotion nsulote unused blue
1omp leod for 600 Vims.

The 1 an instant start ballast ond it s not
recommended 0 use sensors on the block ine
input wit pnd may vord lomp worranty, Dimmng

from high o jgw wAll not impact lomp lfe

e

Electronic Ballast - INSTANT START

OCV 600V Voltage to Ground <600V
Sound Rated A Tyw 1 Outdoor

Min. Starting Temp, 0°F

High Power Factor

NoPCB'S ClassP Type HL

Low Harmonic Distortion <10% of 2 x F3:
Inherent Thermal Protection : i
Installin accordance with National ang Locai Electrical Codes. o 7 ¥ F25T8
Disconnect Power when installing of servicing, Made In China X FI718
Ballast case must be grounded, Install amps within 34 of grounded fetal plane 2 x_FAOT!

____4

o——Black
*—white{

o (1Gray BALLAST eI

Control
o [+] Violet 4 t—Blue
o
=

i LAMP )

LAMP
Instoll and ground per National Electric Code.

For use wih lamp

= Opon Cireuit Voltago: 550 VEMS «

UINE CURRENT v AL a L'"“”""”I','; < Voltago 10 Ground = 600 VAMS

(AMFS |?(1f’77

FLUORESCENT BALLAST
(77
E301064

= High Powor Factor ()wu DO%

+ Sound Hating: Class .
= Min. Starting Temp n F (-18°C)

with F40TH)

60°F) tor F3218ES & F28T18
(10°C (50°F) for f.}}lm ‘w (?‘)W))

« Complies with FCC 4

Part 18 N(m umqmnm l unu

No
* For Uuu In Matallic Fixtures Only

NOPCBS  HIGH
CAUTION: 25055

FOR LAMP HOLDER
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Sunpark

866-478-6775

info@sunpkco.com A
ite: www.sunparkelectronics.com.

MODEL hb U-4/32ISE
120-277V___ 50/60Hz ;

LISTED | ,

U-4/321SE

ELECTRONIC BALLAST 189-E

% UNP a m( . Hig‘h power factor

¢ Ouygrloor type 1 * Type HL
nd rating A * No PCB
lass P * Min.starting temp.: 0°F

o Inherent Thermal Protection

¢ THD < 10%

FOR THREE LAMP APPLICATION,CAP ANY BLUE LEAC
INSULATE TO 600 Volts.

Open Circuit Voltage: 600V
Input Current: 0.93~0.40A

LAMP (4 or 3)F32T8, F32TBES, FB32/31/28T8
TYPE (4)F25T8, F17T8, (3)F40T8

Designed in USA Assembly in China

31

Advance-Philips

SV ——
PHILIPS
ADVANCE

Mkﬂam‘ﬂﬁﬂfﬂ

TCN-4P32-N e

SLTCEMBLED IN MEXICT

TesG  Balzst ceve TSt

«580VImS 2

z
withan 316 'ITJJ'(.»/. met e'—_’:./

BZ32IUNVHP-B

lr.ad Electronic Ballast

L w v\ lv /RS IN( & UHH( N 5 LINE CURREN + Open Circuit Voltage 600 VR
PE (AMPS)120/277 + Voltage to Ground « 600 VRM;
. . (2) FJZTB 50/ Z = High Power Factor Over 95
32 Un 1 T (2) F32T8/U, F31T8/U .50 /.21 13 . Sound Raling. Class
1 Versa I' 1 a B232 IUNVHP_B (jl'l “7)11{‘4 F2478/U0 40 :6 ‘H" Min Starting Temp - -18°C (0°F
(2) F1718 21 2 718 2 nwunlamm
3 Eieren 24 10 (EIE eowy 22/ 10 (MG (EREterFIECS b1
12 D I C 5
gi F35TaES (25w)  88/.16 2l BRI, o ;!
38/.16 0531M2523D art 18. Non-Consumer Limit
= No PCBs
7 68386 171 87 4 - Nor Ut Metalic Fistures Only
Wniversal « Ballast A Semi-Conducteurs
! 4 Ughting Technolowes
r
(3
WH3-120-L 0
%
! s
MULTI-VO LT _— j
High-Performance Electronic LL%& l 1 2 Li:; Black — 5 Blue —
. ALLAST [-Blue
GE260IS-MV-N F:rlul Q’Pcfdu:lon msuyauono e White | Red
e lead to 600Vrm:
34 GE PROLINE GE2601S-MV-N C el omn Ul e = |
Electric Code. =
4\ WARNING LAMP
RISK OF ELECTRIC SHOCK
= Turn power off before servicing LAMP I 37

= Properly ground ballast and fixture

35

KEYSTONE

nnnn

CAT. NO. KTEB-432-UA-IS-N-P

50/60Hz
120V/0.98A
277V/0.43A

Type 1O0udoor,  Sound Rated:
NoPCB's, THD <10%, 00V <600V

Inherent Thermal Protection Protection Thermiques Integres

Electronic Ballast / Ballast a Semi-Conducteurs
ClassP,

A ECRO FOR THREE LAMPS APPLICATION, CAP OFF ONE
BLUE WIRE

Installin accordance with Natioral Electrical code.
Ballast must de grounded
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GE PROLINE

GE232-120RES-DIY

{Bpro O

GEL3AJ20RES-OIY

|
f. 4 1»3-j7a'

37

GE ULTRA MAX

GE232MAX-N/ULTRA

| Ngp cency Becrne st T8

GERIMANULTRA. e

Instont Stort, 26277 Vol S0 R

S YLVANIA

JOSRAM SYLVANIA, Inc.
Danvers, MA

SYLVANIA

OSRAM SYLVANIA
Danvers, MA

Made in China

For Service or
Technical Assistance
Call 1-800-LIGHTBULB

38 SYLVANTA QTP 1X32T8/UNV TSN-SC
39 SYLVANTA QTP 3X32T8/UNV TSN-SC
QHE 1X32T8/UNV
40
SYLVANTA LS T o
" SVLVANTA QHE 2X32T8/UNV

ISH-SC

SYLVANIA

OSRAM SYLVANIA
Danvers, MA
NEMA
Premivm
Made in Mexico

For Service or
Tocrtxa'l Asﬁnsmca

SYLVANIA

OSRAM SYLVANIA
Danvers, MA

120 - 277V

124A817298R10 7 [

120-277V 120-277V

120-277V

2lamp
o
o o
088
‘ W J! ] 085 ool
| £ 3 | And others os listed on App Spec 1886 CEBALLAst
& I — Product Code: 67670
For lomp cperaten, suite f
csed el o iy -Block /
255
t Code; 7226

QUICKTRONIC®

Professional Series

QUICKTRONIC®
High-Efficiency
Lamp Striation Control

QUICKS0+*

QUICKTRONIC®
High-Efficiency

QUICKG0+

QTP 3x32T8/UNV ISN-SC

3-Lamp Instant Start T8 Electronc Batast
UNIVERSAL VOLTAGE 50/60Hz

LAWPTYPES LINE CURRENT
=

A —

QHE 1x32T8/UNV ISH HT SC a
NVERSAL VOLTAGE Wm

QHE2x32T8/UNV ISH-SC
UNIVERSAL VOLTAGE 50/60Hz

oes |
| Y
|
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SYLVANTA

QUICKTRONIC®
High-Efficiency

QUICKE0+*

QHE 3X32T8/UNV ISH-SC

120-277V

43

SYLVANTA

QUICKTRONIC®
High-Efficiency - Type CC

QHE 1X32T8/UNV ISN-SC-1

>
N
N
94
(=]
N
-

44

SYLVANTA

QUICKTRONIC®
High-Efficiency « Type CC

OSRAM SYLVANIA
Danvers, MA

QUE 2X32T8/UNV NEMA'
1SL-SC-1 m

Istance
Call 1-600-LIGHTBULB

Lamp Striation Control
QUICKG60+®

System Warranty

600Voc, Volage to Ground <600V
Ratod A

120-277V

45

ULTRA

Ez?znr}mm %m;
GE232MAX347-N ”"““""

mm " vwm;mw

13168 74093

Lamp Striation Control @

nstol ond rounc pur Notons Blecre (ode Wi Conodn KBS 3, e
Sor | iomp aperaton, nsulote rused biue ot o KXV mi -

QHE 3x32T8/UNV ISH-SC

QHE 1x32T8/UNV ISN-SC-1
1-Lamp Instant Start T8 Electronc Balast
U'NERSAL VOLTAGE WSM:

®m

Niso sutable for * U * bend, S8
and display lamps FO13, FOM, romrou

QHE 2x32T8/UNV ISL-SC-

1e=70°C max

Wharent Tharmal Protecton

IV ingut Bectronic Bollst | Balostd e -k
Qpen CrcuitVoltoge 00 Vrms semiconductent e u

N Stort Temp 2F 130°0 | Protection

inherent Thermal Pretecton thermique
Class P, Outdoor Type 1 inhereete

FCC Port 18 Closs A Ce DEFR de ko closse -
High Power Foctor Awst conforme 0 )
Sound Roted A norme NMB-08

Product s comphont
with matendl restction

regurements of QNS (®. $ 4
( Do ﬂb ond othens o1 ksted
L)

ey e Product Code: 74

N
mﬂDTB e L:‘S"‘"——Bue— N:
GE132MAX AUTRA e IN
46 ULTRA GE132MAX-N/ULTRA -
twr- -  Product Cc
—

47

RADIONIC

ol ST el A
J——— — i 1A 01A T T :
CAT. NO. E232H12 - 1 Bren stavr s

# MINSTARTING uur or
THO LESS THAN« 10% INDUSTIIRE INC
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Electronic Ballast - INSTANT START 2|SIM.,YMC/H E
:\::;.\m\: i?l' \’\::i“\“ ~ HIGH BALLAST FACTOR

Hl INDUS'IRIES

Phone

HOWARD o e gl
48 INDUSTRIES EPH2/321S/MV/MC/HE \‘y"?‘:%}i&m s
49 Prolume EP2321S/L/MV/SL il o B 10
Instal in accordance with Natonal Blectrical Cade
Type KL Min Star Tomp 0°F }
O B | '






