
O mni-Directional

Product Features
Finless thermal design, simple and nice-looking.  
Dust is not easy to be accumulated.
Close to traditional incandescent bulbs and can directly replace them.  
Equivalent to 40W/60W/75W/100W incandescent bulb,85% energy saving.  
Beam angle 350°,Dimmable.

Applications
Indoor lighting for office, specialty shop, museum, meeting room,  
supermarket,  libraryetc.

A19 A21
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Dimensions And Weight
The dimensions of the products fully comply with ANSI C78.21  
standards.

Dimmer  
Brand Model

Dim Range 1 lamp Dim Range10 lamp 
Min Max Min Max Comment

Leviton

Leviton

Leviton

Leviton

Dimmer Compatibility
Dimmer compatibility list indicates those dimmers that have been tested andoperate  
properly under normalconditions.

L EV IT O N

6631 1.84% 92.18% 2.05% 92.18% No Flicker

6161 3.75% 96.09% 4.75% 96.09% No Flicker

TTI06 2.79% 93.46% 3.08% 93.46% No Flicker

6681 11.33% 98.96% 12.13% 98.96% No Flicker

6633 8.70% 98.24% 9.02% 98.24% No Flicker

IPI06 7.98% 93.77% 8.50% 93.77% No Flicker

LUTRON

D-603P 0.72% 86.67% 1.53% 86.67% No Flicker

DVCL-153P 5.59% 89.55% 5.80% 89.55% No Flicker

MA-600 14.37% 91.70% 15.04% 91.70% No Flicker

DV-600P 13.17% 91.18% 14.05% 91.18% No Flicker

D

L

ModelNo.
L

Length
D

Diameter Weight(g) Housing

A19G01/11 4.4"(112mm) 2.36"(60mm) 70 Aluminum coated PBT

D

L

A19G01-D 4.4"(112mm) 2.36"(60mm) 100 Aluminum coated PBT

A21G01/11 5.27"(134mm)     2.67"(68mm) 150 Aluminum coated PBT

Parameters
Model No. Base Type Rated Voltage

(V)
RatedPow

er  (W)
Powe
r  
Facto
r

Beam Angle  
٭(°)

CCT CRI Lumen
s  (lm)

LEDType Operatin
g  
Temp(°C)

Lifetim
e  
(h)

Dimmable Certification

A19G12-D E26 AC120 6 0.9 240 2700K/3000K 80 500 SMD -20~+45 25,000 Yes UL

Beam Angle: Average beam angle 10%.

A19G11-D E26 AC120 6 0.9 350 2700K/3000K/4000K/5000K 80 500 SMD -20~+45 25,000 Yes UL,ES

A19G02-D E26 AC120 9.5 0.9 240 2700K~6500K 80 810 SMD -20~+45 25,000 Yes UL

A19G01-D E26 AC120 9.5 0.9 350 2700K/3000K/4000K/5000K 80 810 SMD -20~+45 25,000 Yes UL,ES

A21G12-D E26 AC90~277 13 0.9 240 2700K~6500K 80 1100 SMD -20~+45 25,000 Yes UL

A21G11-D E26 AC120 13 0.9 350 2700K/3000K/4000K/5000K 80 1100 SMD -20~+45 25,000 Yes UL,ES

A21G01-D E26 AC120 16 0.9 350 2700K/3000K/4000K/5000K 80 1600 SMD -20~+45 25,000 Yes UL,ES
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R20BR30 BR40

Applications
Recessed Downlights;Track Lights;Display Lights;Outdoor  
Fixtures that Protect Lamps from the Elements.

Product Features
Energy Effi cient: 80% more effi cient than incandescent.  
Smooth, uniform dimming; also available as non-dimming.  
Long Life: 25,000 hours
120W, 85W, 65W and 50W replacements.  
New smooth outer housing.
Excellent color consistency and high color rendering (CRI).

Green Planet LED

HOCAN GROUP CO.,LTD
www.sepicnledlighting.com

GREEN PLANET LED  
WWW.GREENPLANET LED.US.COM

http://www.sepicnledlighting.com/
http://WWW.GREENPLANET/


Dimensions And Weight
The dimensions of the products fully comply with ANSI C78.21  
standards.

Parameters

CBCP: Center Beam Candle Power

D

L

L

D

D
L

L D
ModelNo. Length Diameter Weight(g) Housing

R20A01 3.8"(97mm) 2.5"(63mm) 60 Aluminum coated PBT

R30A01 5.2"(132mm) 3.7"(95mm) 120 Aluminum coated PBT

R30A11 5.2"(132mm) 3.7"(95mm) 120 Aluminum coated PBT

R40A01 6.4"(162mm) 5"(127mm) 200 Aluminum coated PBT

-30°

-60°

-90°

60°

90°

120°

150°
-/+180°

-150°

-120°

0°

0

100

200

C0/180
30° C30/210

C60/240
C90/270

Average beam angle  
(50%):110°

300

400

500

Model  No. Base  Type        Rated  Voltage        RatedPower    Power     Beam Angle      CCT CRI      Lumens   Equivelant      LEDType     Operating Lifetime    Dimmable Certification
(V) (W) Factor (°) (lm) Temp(°C) (h)

R20A01-D E26 AC120 7.5 0.9 110    2700K/3000K  80 600 50W SMD -20~+45 25,000 Yes ULES

R30A01-D E26 AC120 8.5 0.9 110 2700K/3000K 80 750 65W SMD -20~+45 25,000 Yes ULES

R30A11-D E26 AC120 13.5 0.9 110 2700K/3000K 80 1100 85W SMD -20~+45 25,000 Yes ULES

R40A01-D E26 AC120 17 0.9 110 2700K/3000K 80 1400 100W SMD -20~+45 25,000 Yes ULES

Green Planet LED
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PAR16 7.5W

Applications
Track Lights ;Recessed Downlights;DisplayLights.

Product Features
Excellent CBCP and beam quality.  
UL and Energy Star Qualified.
Four available color temperatures and two available beam angles.
Dimmable to 10% on most dimmers ,and non dimmable version  
available.
Direct replacement for base GU10/E26 75W halogen .
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CBCP: Center Beam Candle Power

Dimensions And Weight
The dimensions of the products fully comply with ANSI standards.

D

L

-30°
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0°

2000

2500
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C90/270
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1100

-15
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0° 150° -15

120° -120°

0° 150°

120°

-90° 0 90° -90° 0 90°
500 220

1000 440

-60° 1500 60° -60° 660 60°

Average beam angle  
(50%):25°

Average beam angle  
(50%):40°

Model No. Base Type Rated Voltage RatedPower Power Beam Angle CCT
(V) (W) Factor (°)

Parameters

500

CRI  Lumens
(lm)

GU10A01-D    GU10 AC120 7.5 0.9 40 2700K/3000K/5000K 83 SMD

CBCP LED٭ Type

1038

Operating Lifetime Dimmable Certification  
Temp(°C) (h)

-20~+45 25,000 Yes UL,ES

D

L

ModelNo.
L

Length
D

Diameter Weight(g) Housing

GU10A0X 2.1"(54mm) 2"(50mm) 50 Aluminum coated PBT

GU10B0X 2.1"(54mm) 2"(50mm) 50 Aluminum coated PBT

P16A0X 2.9"(74mm) 2"(50mm) 60 Aluminum coated PBT

P16B0X 2.9"(74mm) 2"(50mm) 60 Aluminum coated PBT

GU10B01-D GU10 AC120 7.5 0.9 40 2700K/3000K 83 500 1038 COB -20~+45 25,000 Yes UL

P16A01-D E26 AC120 7.5 0.9 40 2700K/3000K 83 500 1038 SMD -20~+45 25,000 Yes UL,ES

P16B01-D E26 AC120 7.5 0.9 40 2700K/3000K 83 500 1038 COB -20~+45 25,000 Yes UL
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Product Features
COB LED for better lightbeam.  
UL and EnergyStar.
Four available color temperatures and two available beam angles.
Dimmable to 10% on most dimmers ,and non dimmable version  
available.
Less weight than most other PAR light in market, more safe to be  
used in track fixture.
Direct replacement for 50W 75W 100W 120W Halogen PAR lamps.  
Suitable for damp locations.

Applications
Recessed lighting;Track lighting;Display lighting;  
Accent lighting; Art Gallery& Museum Lighting;  
Office Lighting; HospitalityLighting.
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Dimensions And Weight
The dimensions of the products fully comply with ANSI C78.21 standards.

L

-30°
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320 190
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-60° 960 60° -60° 570 60°

Average beam angle  
(50%):25°

Average beam angle  
(50%):40°

CCTModel  No.     Base  Type      Rated  Voltage   RatedPower     Power   BeamAngle

Parameters

(V) (W) Factor (°) (lm) Temp(°C) (h)
CRI  Lumens    CBCP LED٭ Type     Operating Lifetime     Dimmable Certification

CBCP: Center Beam Candle Power

L

L

D

L

ModelNo.
L

Length
D

Diameter Weight(
g)

Housing

P20A0X-D 3.38"(86mm) 2.48"(63mm) 70 Plastics

P30A0X-D 3.54"(90mm) 3.74"(95mm) 110 Aluminium

P30B0X-D 4.56"(116mm) 3.74"(95mm) 115 Aluminium

P38A0X-D 5.15"(130mm) 4.76"(121mm) 200 Aluminium

D

D
D

P20A01-D E26 AC120 8 0.9 25 2700K/3000K/5000K 83 500 1508 COB -20~+45 25,000 Yes UL,ES

P20A02-D E26 AC120 8 0.9 40 2700K/3000K/5000K 83 500 925 COB -20~+45 25,000 Yes UL,ES

P30A01-D E26 AC120 13 0.9 25 2700K/3000K/5000K 83 800 2510 COB -20~+45 25,000 Yes UL,ES

P30A02-D E26 AC120 13 0.9 40 2700K/3000K/5000K 83 800 1690 COB -20~+45 25,000 Yes UL,ES

P30B01-D E26 AC120 13 0.9 25 2700K/3000K/5000K 83 800 2510 COB -20~+45 25,000 Yes UL,ES

P30B02-D E26 AC120 13 0.9 40 2700K/3000K/5000K 83 800 1690 COB -20~+45 25,000 Yes UL,ES

P38A01-D E26 AC120 18 0.9 25 2700K/3000K/5000K 83 1100 3400 COB -20~+45 25,000 Yes UL,ES

P38A02-D E26 AC120 18 0.9 40 2700K/3000K/5000K 83 1100 2125 COB -20~+45 25,000 Yes UL,ES
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Product Features
Finless thermal design, simple and nice-looking.Dust is not easy to be
accumulated.
Close to traditional Halogen PAR lamps and can directly replace it.
Direct replacement for 50W 75W 100W 120W Halogen PAR lamps.  
COB LED for better lightbeam.
Dimmable to 10% on most dimmers  
UL Wet locationsRated.
CRI90 R9>50,The lamps' performance meets the California Quality Lamp  
Specification

Applications
Recessed lighting;Track lighting;Display lighting;Accent lighting;Art Gallery&  
Museum Lighting;Office Lighting;HospitalityLighting.

HOCAN GROUP CO.,LTD  Green Planet LED
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Dimensions And Weight
The dimensions of the products fully comply with ANSI C78.21 standards.

CBCP: Center Beam Candle Power
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D

L

D

L

L

D

L

ModelNo.
L

Length
D

Diameter Weight(g) Housing

P20C0X-D 3.38"(86mm) 2.48"(63mm) 100 Plastics

P30C0X-D 3.54"(90mm) 3.74"(95mm) 165 Aluminium

P30D0X-D 4.56"(116mm) 3.74"(95mm) 175 Aluminium

P38C0X-D 5.15"(129mm) 4.76"(121mm) 260 Aluminium

D

CCTModel  No.     Base  Type      Rated  Voltage   RatedPower     Power   BeamAngle

Parameters

(V) (W) Factor (°) (lm) Temp(°C) (h)
CRI  Lumens    CBCP LED٭ Type     Operating Lifetime     Dimmable Certification

P20C01-D E26 AC120 7 0.9 20 2700K/3000K/4000K 90 500 1508 COB -20~+45 25,000 Yes UL,ES

P20C02-D E26 AC120 7 0.9 40 2700K/3000K/4000K 90 500 925 COB -20~+45 25,000 Yes UL,ES

P30C01-D E26 AC120 10 0.9 20 2700K/3000K/4000K 90 750 4140 COB -20~+45 25,000 Yes UL,ES

P30C02-D E26 AC120 10 0.9 40 2700K/3000K/4000K 90 750 1315 COB -20~+45 25,000 Yes UL,ES

P30D01-D E26 AC120 10 0.9 20 2700K/3000K/4000K 90 750 4140 COB -20~+45 25,000 Yes UL,ES

P30D02-D E26 AC120 10 0.9 40 2700K/3000K/4000K 90 750 1315 COB -20~+45 25,000 Yes UL,ES

P38C01-D E26 AC120 13 0.9 20 2700K/3000K/4000K 90 950 6210 COB -20~+45 25,000 Yes UL,ES

P38C02-D E26 AC120 13 0.9 40 2700K/3000K/4000K 90 950 1758 COB -20~+45 25,000 Yes UL,ES

P38C11-D E26 AC120 15 0.9 20 2700K/3000K/4000K 90 1100 7881 COB -20~+45 25,000 Yes UL,ES

P38C12-D E26 AC120 15 0.9 40 2700K/3000K/5000K 90 1100 2231 COB -20~+45 25,000 Yes UL,ES

WET  
LOCATION
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LED Retrofit Trim Downlight

Housing Compatability
Suitable for type IC, type Non-IC and  
Air Tight Housings

Product Features
Dimmable to 10% with selectdimmers.  
Meets CEC’s California Qualified Spec.  
Anti-Glared design with Baffle.
High Output Bright LEDs.  
Instant On to FullBrightness.  
Suitable for wet locations.
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Dimensions And Weight

Parameters

Dimmer  
Brand Model

Dim Range 1 lamp Dim Range10 lamp 
Min Max Min Max Comment

Dimmer Compatibility
Dimmer compatibility list indicates those dimmers that have been tested andoperate  
properly under normalconditions.

300

400

500

Dimmer  
Brand Model

Dim Range 1 lamp Dim Range10 lamp 
Min Max Min Max Comment

LUTRON

D-603P 1.60% 78.61% 2.53% 78.61% No Flicker

DVCL-153P 4.26% 78.72% 4.80% 78.72% No Flicker

MA-600 6.38% 85.11% 6.38% 85.11% No Flicker

DV-600P 1.60% 81.38% 1.90% 81.38% No Flicker
L EV IT O N

6631 1.06% 85.64% 2.23% 85.64% No Flicker

6161 4.79% 92.02% 5.27% 92.02% No Flicker

TTI06 4.79% 88.30% 5.04% 88.30% No Flicker

6681 1.60% 98.40% 2.30% 98.40% No Flicker

6633 1.17% 95.74% 2.56% 95.74% No Flicker

IPI06 2.13% 87.23% 3.56% 87.23% No Flicker

D

L

ModelNo.
L

Length
D

Diameter Weight(g) Housing

D04K01 2.95"(75mm) 5.31"(135mm) 300 Aluminium

D06K11 3.46"(88mm) 7.48"(190mm) 460 Aluminium

ModelNo. BaseType Watta
ge
(W)

Voltage
(V)

Power  
Fact
or

CRI
(Ra)

Lumens   B
(lm)

eamAngl
(°)

e CCT٭
(K)

Housing Weigt
h  
(g)

Lifetime    Dimmable
L70(hrs)

Certification

D04K01-D E26/GU24 10 AC120 0.9 80/90 750/650 100 2700~5000 Fit4" 300 50,000 Yes UL,ES

D06K21-D E26/GU24 12 AC120 0.9 80/90 900/820 100 2700~5000 Fit5"&6" 460 50,000 Yes UL,ES

D06K11-D E26/GU24 15 AC120 0.9 80/90 1100/1000 100 2700~5000 Fit5"&6" 460 50,000 Yes UL,ES

D06K01-D E26/GU24 20 AC120 0.9 80/90 1500/1400 100 2700~5000 Fit5"&6" 460 50,000 Yes UL,ES

WET  
LOCATION
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Correlated Color Temperature: Warm or Cool
Color appearance, also known as Correlated Color Temperature (CCT), is a measure of how warm or cool a light source appears to the  
human eye. It is measured in degrees Kelvin.
The majority of light sources have a Kelvin temperature within the range of 2700K to 6500K. As a point of reference, daylight at noon  has 
a Kelvin temperature of 5000K. Incandescent light sources typically range from 2700-3500K. Compact Fluorescents and LEDs can  range 
from 2700-6500K. The higher the Kelvin temperature, the cooler the light source appears and the lower the Kelvin temperature,  the  
warmer the  light source appears.

Color Rendering Index
CRI, or Color Rendering Index (Ra), measures how well a given light source will render color. Scientists evaluate this by using 8 reference  
colors and comparing how they look under the light source to how those same colors appear under two reference sources: incandescent  
light (for warm color lamps) and daylight (for cool color lamps). CRI is represented by a number on a scale from 0 to 100 with 0 being  
"poor" and 100 being "excellent". The lower the number, the more distorted a color will look under the light source. As you can see in  these  
two  pictures, a  light source has the  ability to  enhance  or distort the  colors of an object.

Poor CRI Good CRI

An IES approved method describing
procedures and precautions in performing
reproducible measurements of LEDs
including total flux, electrical power,
efficacy (lpw) and chromaticity. This is
applicable to LED products incorporating
control electronics and heat sinks.

LM80

LM79

ENERGY STAR is a joint program  
of the U.S. Environmental  
Protection Agency and the U.S.  
Department of Energy promoting  
m o n e y s a v i n g s a n dt h e  
protection of the environment  
through the use of energy  
efficient products and practices.  
www.energystar.gov

ENERGY STAR

Underwriters Laboratories®  
partners with manufacturers to  
provide safe products to  
consumers through UL testing,  
certification and follow-up audits.  
www.ul.com

Underwriters Laboratory (UL)

C

T

Promotes quality, performance  
and energy efficient commercial  
sector lighting solutions through  
collaboration among its federal,  
regional, state, utility, and energy  
efficiency program members,  
luminaire manufacturers, lighting  
designers, and other industry  
stakeholders throughout the US  
and Canada.  
www.designlights.org

The DesignLights Consortium™

An IES approved method for measuring
lumen depreciation of solid-state (LED)
light sources, array and modules. This
does not apply to luminaires and does not
define or provide methods for estimation
of life.
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Lamp  Size Reference

INCHES

1"

2"

3"

4"

5"

6"

7"

8"

EIGHTHS
OF AN INCH
0
1
2
3
4
T5

6
7
T8

9
B10  
11  
T12  
13
14
A15
MR16  
A17  
18  
A19  
PAR20 
21
22
23
24
G25

26
27
28
29
PAR30 BR30

31
32
33
34
35
PAR36 
37  
PAR38 
39
BR40 G40

41
42
43
44
45
PAR46

47
48
49
50
51
52
53
54
55
PAR56

57
58
59
60
61
62
63
PAR64

Measuring Lamps
All lamps have a specific "bulb type" designation that describes the shape of
the lamp and the size of the lamp (diameter). The designation is a two part
codeconsisting of aletter and anumber. The letter indicates the shape of the
lamp and the number relates to the diameter of the lamp in eighths of an
inch.

The reference ruler at left illustrates the most commonly used household
lamp, an A19. The "A" indicates the shape (standard) and the diameter
wouldbe 2.38", whichis "19" eights of an inch.

All lamp types are available in a variety of technologies and therefore may  
vary in appearance.  Maximum overall length (MOL) will also vary.

Additional popular lamp designations are also indicated on the reference  
ruler. Here is a  quick guide to  shape abbreviations:

A Arbitrary (Standard)
PS PearShape

R Reflector
MR Multi-Faceted Reflector
BR Bulbous Reflector

PAR Parabolic Aluminized Reflector
AR Aluminized Reflector

G Globe
T Tubular

BT BulgedTubular
E/ED Elliptical, Elliptical with dimple in the  crown
B/BA Bulged, Bulged with angular tip

C / C A Conical, Candel shape with bent  tip
RP Reflector, Pear shape

S Straight-sided shape (compare  with CA  and BA)
ST Spherical Tubular

F Flame
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US Trade LLC / GREEN PLANET LED
Office: 24472 Northwestern HWY. Southfield, MI 48075 (800)676-0208
Warehouse: 29145 Warren Rd. Garden City, MI 48135 (734)338-6795  
Email: Info@greenpplanetled.us.com
WWW.USTRADE.US.COM 
WWW.GREENPLANET LED.US.COM

HOCAN GROUP CO.,LTD
Add:No.14 JinHeng 2nd Road, Jinding Industrial Park, Zhuhai City,Guangdong Province,China. 519085

Tel: 86-756-3386227 Fax: 86-756-3988465 Email: jenny@sepicn.com 
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http://WWW.USTRADE.US.COM/
http://WWW.GREENPLANET/
mailto:jenny@sepicn.com
http://www.sepicnledlighting.com/
http://WWW.GREENPLANET/
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