
R20BR30 BR40

Applications
Recessed Downlights;Track Lights;Display Lights;Outdoor  
Fixtures that Protect Lamps from the Elements.

Product Features
Energy Effi cient: 80% more effi cient than incandescent.  
Smooth, uniform dimming; also available as non-dimming.  
Long Life: 25,000 hours
120W, 85W, 65W and 50W replacements.  
New smooth outer housing.
Excellent color consistency and high color rendering (CRI).
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Dimensions And Weight
The dimensions of the products fully comply with ANSI C78.21  
standards.

Parameters

CBCP: Center Beam Candle Power
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ModelNo. Length Diameter Weight(g) Housing

R20A01 3.8"(97mm) 2.5"(63mm) 60 Aluminum coated PBT

R30A01 5.2"(132mm) 3.7"(95mm) 120 Aluminum coated PBT

R30A11 5.2"(132mm) 3.7"(95mm) 120 Aluminum coated PBT

R40A01 6.4"(162mm) 5"(127mm) 200 Aluminum coated PBT
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Model  No. Base  Type        Rated  Voltage        RatedPower    Power     Beam Angle      CCT CRI      Lumens   Equivelant      LEDType     Operating Lifetime    Dimmable Certification
(V) (W) Factor (°) (lm) Temp(°C) (h)

R20A01-D E26 AC120 7.5 0.9 110    2700K/3000K  80 600 50W SMD -20~+45 25,000 Yes ULES

R30A01-D E26 AC120 8.5 0.9 110 2700K/3000K 80 750 65W SMD -20~+45 25,000 Yes ULES

R30A11-D E26 AC120 13.5 0.9 110 2700K/3000K 80 1100 85W SMD -20~+45 25,000 Yes ULES

R40A01-D E26 AC120 17 0.9 110 2700K/3000K 80 1400 100W SMD -20~+45 25,000 Yes ULES
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