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LED freezer light
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Features>>

+ LED Double-insulated internal driver
¢ Rotatable end cap and standard cap available
> \ * Hidh power factor > 0.95,low THD < 15%
L1200 ¢ Instant on / Instant off. No Warm-up time
h ¢ Wide voltage:AC100-227V
¢ Retrofit kits available for direct replacement of
T8/T10/T12 fluorescent fixtures
» Working Temperature:-20°~45°
¢ Double side & V shape 240° beam angle lighting
+ Ballast compatible: work with magnetic and electronic

"\}V ‘\y ' ballast,work with 347V ballast
- )’ - * No need to re-wire,replace directly,easyinstallation
G13

Rotary G13 R170 Bypass is optional
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Address:29145 Warren garden city Michigan 48135
Green Planet LED

LED freezer light

4ft 5ft 6ft linear lamp

Certification >>

LM79  “figtiting
LM80 1acts’

ASSEMBLED
STOCKIN USA "IN USA

AluminTium thickness  Aluminium Effciency Driver PCB and wire Warranty
SEPICN'S tube >0.83mm purealuminium  130lm/w  ULdriver ULVOfireproof grade  ULstandard  Syears/DLC
Other 's tube 0.6mm impurity Aluminium  90lm/w fake UL driver not UL fireproof grade notULstandard  3years
Specification>>
LED Type LPW Material Certification Warranty
(SMD) (tm/w)
HC-T8-CL-4FT-V 8W 110-277 3000-6500 2835 130 240° Al+ PC ULcULDLC  Syears
HC-T8-CL-5FT-V 20W 110-277 3000-6500 2835 130 240° Al+ PC UL cUL Syears
HC-T8-CL-6FT-V 24W 110-277 3000-6500 2835 130 240° Al+ PC UL cUL Syears
HC-T8-CL-4FT 18W 110-277 3000-6500 2835 130 240° Al+ PC ULcULDLC  5Syears
HC-T8-CL-5FT 20W 110-277 3000-6500 2835 130 240° Al+PC UL cUL Syears
HC-T8-CL-6FT 24W 110-277 3000-6500 2835 130 240° Al+ PC UL cUL Syears
Package>>

Model  Unit weight(kgs) PCS/CTN G.W.(kgs) Size(mm)

6FT 1.08 25 25 1810*210*195





